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Standard Test Method for
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Coatings1
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ε1 NOTE—Units information was editorially corrected in January 2012.

1. Scope

1.1 This test method covers shear testing of continuous
calcium phosphate coatings and metallic coatings adhering to
dense metal substrates at ambient temperatures. It assesses the
degree of adhesion of coatings to substrates, or the internal
cohesion of a coating in shear, parallel to the surface plane.

1.2 The values stated in either SI units or inch-pound units
are to be regarded separately as standard. The values stated in
each system may not be exact equivalents; therefore, each
system shall be used independently of the other. Combining
values from the two systems may result in non-conformance
with the standard.

1.3 This standard may involve hazardous materials,
operations, and equipment. This standard does not purport to
address all of the safety concerns, if any, associated with its
use. It is the responsibility of the user of this standard to
establish appropriate safety and health practices and deter-
mine the applicability of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:2

E4 Practices for Force Verification of Testing Machines
E6 Terminology Relating to Methods of Mechanical Testing
E8/E8M Test Methods for Tension Testing of Metallic Ma-

terials

3. Terminology

3.1 Definitions—Terminology E6 shall be considered as
applying to the terms used in this test method.

4. Summary of Test Method

4.1 Shear Method for Calcium Phosphate or Metallic Coat-
ings:

4.1.1 This test method consists of subjecting a specimen
assembly composed of one coated and one uncoated compo-
nent to a shear load. The components to be tested may be
bonded together directly by thermomechanical means (for
example, sintering or diffusion bonding) or may be bonded
together by use of a polymeric adhesive. The adhesive may be
in film form or bulk form, but it must have a minimum bulk
shear strength of 34.5 MPa [5000 psi] or as great as the
minimum required adhesion or cohesion strength of the
coating, whichever is greater.

4.1.2 The shear load must be applied parallel to the plane of
the coating utilizing a tensile machine, which is capable of
determining the maximum strength of the coating or coating
attachment to the substrate interface.

4.2 Shear Method for Metallic Coatings Only—The lap
shear method consists of subjecting a porous coated area to
single shear loading, generally utilizing suitable polymeric
adhesive or bone cement adhesive and test jig in a tension
machine, and determining the maximum shear stress required
to obtain separation (that is, the shear strength of the coating/
substrate bond or shear strength of the coating).

5. Significance and Use

5.1 The shear test method is recommended for shear testing
of calcium phosphate and metallic/substrate combinations and
can provide information on the adhesive or cohesive strength
of coatings under a uniaxial shear stress.

5.2 The test method may be useful for comparative evalu-
ation of adhesive or cohesive strengths of a variety of types of
coatings. Information developed using this test method may be
useful for certain quality control and design purposes.

5.3 The test method should not be considered to provide an
intrinsic values for utilization directly in making calculations
such as determining the ability of a coating to withstand
specified environmental stresses.

5.4 Processing variables, such as substrate preparation prior
to coating, surface texture, coating technique variables or
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