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Mortar, Refractory (High-Temperature, Air-Setting)
This standard is issued under the fixed designation F 1097; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope PPP-B-704 Pails: Shipping, Steel (1 through 12 gallon)

1.1 This specification covers dry air-setting refractory mor- 2.3 Military Standard$ —The following documents shall
tar for use in laying and bonding refractory brick in ship boiler @PPly only when one or more of the requirements of S1 are
furnaces and wet air-setting refractory mortar for use in layinggPecified in the contract or purchase order (see 4.1.3):
refractory brick in stationary boiler furnaces, bright annealing MIL-STD-105 Sampling Procedures and Tables for Inspec-
furnaces, controlled atmosphere furnaces, and furnaces heated tion by Attributes _
by electric elements. MIL-STD-129 Marking for Shipment and Storage

1.2 The values stated_in i_nch-pound units are to b_e regardegl‘ Classification
as standard. The Sl units in parentheses are for information )
purposes only and may be approximate. 3.1 The refractory mortar shall be of the following types:

1.3 This standard does not purport to address all of the 3-1.1 Type :=Dry.
safety concerns, if any, associated with its use. It is the 3-1.2 Type 2—Wet.
responsibility of the user of this standard to establish appro-,
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

. Ordering Information

4.1 Orders for material under this specification shall include
the following information, as necessary to adequately describe

2. Referenced Documents the material:
2.1 ASTM Standards: 4.1.1 ASTM designation and year of issue,
C 24 Test Method for Pyrometric Cone Equivalent (PCE) of 4-1.2 Type required (see 3.1), and
Fireclay and High Alumina Refractory Materidls 4.1.3 Optional requirements, if any (see S1).
Cc 27 Clgsszification of Fire Clay and High-Alumina Refrac- ¢ \1aterial
tory Brick

C 92 Test Methods for Sieve Analysis and Water Content of °-1 The mortar shall be composed of finely ground heat-
Refractory Materiafs resistant clays, minerals, or a mixture of clays and minerals in

C 133 Test Methods for Cold Crushing Strength and Modu-€ither a dry or wet condition. _
lus of Rupture of Refractorids 5.1.1 Type 1, Dry—Mortar shall be furnished dry and shall

C 198 Test Method for Cold Bonding Strength of Refrac- be ready for use as soon as mixed with water. Mortar, after
tory Mortar being mixed with water and then dried, shall be capable of

C 199 Test Method for Pier Test for Refractory Morfars ~ P€ing remixed with water. _

2.2 Federal Specificatiofs—The following documents >-1.2 Type 2, Wet-Mortar shall be furnished ready for use
shall apply only when one or more of the requirements of sfit a troweII|_ng_conS|ste_ncy and shall be easily mixed with
are specified in the contract or purchase order (see 4.1.3); Water to a dipping consistency.

UU-S-48 Sacks, Shipping, Paper 6. Performance Requirements

PPP-B-35 Bags: Textile, Shipping, Burlap, Cotton and Wa- ) )
9 pping P 6.1 Resistance to Heat SoakirgVortar shall not soften nor
terproof Laminated . . ;
show any evidence of fusion, and the shrinkage shall not be
- greater than hairline cracks when tested as specified in 11.2.
* This specification is under the jurisdiction of ASTM Committee F25 on Ships 6.2 Bonding Strength-The average modulus of rupture at
and Marine Technology and is the direct responsibility of Subcommittee F25.07 oithe brick joint when tested as specified in 11.3 shall be not less
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