QH”) Designation: F 1137 — 00

Standard Specification for
Phosphate/Oil and Phosphate/Organic Corrosion Protective
Coatings for Fasteners *

This standard is issued under the fixed designation F 1137; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope TABLE 1 Classification and Performance Requirements of
Protective Coatings

1.1 This specification covers the basic requirements for

seven grades of corrosion protection for fasteners. Grade p/rade No. Phozs':ﬁate’ S“%ﬂig‘neg”ta' Tﬁgiﬂggs salt opra:

consists of a zinc phosphate coating with no additional sealer g/m?2 pm

(dry), Grade OB consists of a zinc phosphate coating with a drygage oa 11, min hone see 5.5 704

organic sealer, Grade 0C, Grade 0D, and Grade | consist of &rade 08 11, min sealer see 55 72

zinc phosphate coating with supplemental protective oil type ¢rade 0¢ thmin - protective ol-fype - see 5.5 24

compound, and Grades Il and Ill consist of a zinc phosphategage op 11, min pmtectife oil-type see 5.5 72

with a supplemental zinc-rich epoxy resin coating (Grade I compound

includes a clear organic topcoat). Grade | 26732 protedtve ol-ype - see 55 168
1.2 This specification is intended primarily for fasteners grage 11 13-16 ch_ric%s resin 15-25 240

such as nuts, clips, washers, and other ferrous threaded and flake

non-threaded fasteners that require corrosion protection. ~ ¢rade !l 13-16 Zi“;‘vﬁzgfcsm 10-20 400

1.3 Th tings m r may not hav rative finish:
3 €se coalings may o ay nothave a decorative S When testing Grade 0A finished parts, a protective oil coating shall be added

before salt spray testing.
2. Referenced Documents B Zinc-rich resin to contain 60 % minimum metallic zinc flake by volume with 14
2.1 ASTM Standards: 0 16 % aluminum.
. . € Zinc-rich resin to contain 80 % minimum metallic zinc powder by volume with
B 117 Practice for Operating Salt Spray (Fog) Apparatus iace aluminum.
D 2247 Practice for Testing Water Resistance of Coatings in
100 % Relative Humidity

. . 4.1.2 i Table 1),
D 3359 Test Methods for Measuring Adhesion by Tape Grade required (see Table 1), and

4.1.3 Any additions agreed upon between the purchaser and

Test -
. . - .the supplier.
F 1470 Guide for Fastener Sampling for Specified Mechani- PP
cal Properties and Performance Inspecion 5. Requirements
3. Classification 5.1 Appearance-Unless otherwise agreed upon between

the purchaser and the producer, the color of the protective

3'.1 The zinc pho‘_s_phatg treatment and subsequen't pmteCti%%ating shall be as-coated gray for Grades 0A, 0B, 0C, and 0D,
coatllngs are cIaSS|f|§d into seven grades according to.trﬁack for Grade |, and metallic gray for Grades Il and lll. In
requirements shown in Table 1. Phosphate bath concentranor!;ddition, Grades Il and IIl shall be free from tears, sags, and

temperatures and immersion times recommended by th&xcess coating that may affect appearance or performance, or
chemical manufacture should be followed. both

4. Ordering Information 5.2 ﬁdhesion—lehe coating forr?rades Iland 1l srr]]all show
. . e . no evidence of blistering nor other appearance changes after
thg%g\:&%ﬂﬁ;:ﬁ;gﬁ! under this specification shall InCIUdeexposure to humidity testing for 96-h min'imum. It'shaII show
4.1.1 Quantity of parté no more than 3.0-mm peal-back from intersection of lines
o ' scribed and tape tested immediately after a 10-min recovery
period following exposure, and no other peeling in area under
the tape.

L Thi ification is under the jurisdiction of ASTM Committee F16 : : :
15 spectication 1S under Me Juniscicion © ommitee ©> %1 5.3 Corrosion Resistanee These coatings shall be capable

Fasteners and is the direct responsibility of Subcommittee F16.03 on Metal Coatings

on Threaded Fasteners. of withstanding neutral salt spray for the minimum h specified

Current edition approved June 10, 2000. Published August 2000. Originaljn Table 1 with no base metal corrosion on signiﬁcant surfaces.
published as F 1137 — 88. Last previous edition F 1137 — 88 (1993).
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Significant surfaces on threaded fasteners are defined as the
exposed surfaces when the fasteners are installed in a normal
manner (bolt head, nut head, face, etc.). On other surfaces

ocken, PA 19428-2959, United States.




