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INTRODUCTION

Test Method D 1003 has received wide acceptance as a test method to measure luminous
transmissivity in transparent materials. However, because Test Method D 1003 requires critical
alignment of equipment on both sides of the transparency, it is not suited to measuring the
transmissivity of large, curved parts or parts that are installed. In addition, Test Method D 1003
measures the luminous transmissivity of the material in a direction perpendicular to the surface of the
material. For the majority of aircraft windscreens, the pilot is not viewing through the transparency
perpendicular to the surface. Since the transmissivity varies as a function of viewing angle the values
of transmissivity measured perpendicular to the surface do not indicate what the pilot will see when
viewing through the windscreen.

For the above reasons this test method has been developed to allow the measurement of
transmissivity of a transparent part at any angle. Since the relative alignment of the equipment items
on either side of the transparency is not critical, this test method can also be used on large, thick, or
curved parts and parts that are already installed.

1. Scope

1.1 This test method describes an apparatus and procedure
that is suitable for measuring the transmissivity of large, thick,
or curved transparent parts including parts already installed.
This test method is limited to transparencies that are relatively
neutral with respect to wavelength (not highly colored).

1.2 Since the transmissivity (transmission coefficient) is a
ratio of two luminance values, it has no units. The units of
luminance recorded in the intermediate steps of this test
method are not critical; any recognized units of luminance (for
example, foot-lamberts or candelas per square metre) may be
used, as long as use is consistent.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
D 1003 Test Method for Haze and Luminous Transmittance

of Transparent Plastics2

3. Terminology

3.1 Definitions:
3.1.1 black reference—a light-absorbing, black material,

such as black velvet flocking.
3.1.2 photometer—a device that measures luminance as

defined by the spectral sensitivity of the photopic curve.
3.1.3 Photopic curve—the photopic curve is the spectral

sensitivity of the eye for daytime conditions asCommittee
Internationale d’Elairage (CIE) 1931 standard observer.

3.1.4 regulated light source—a light source with electronic
feedback to ensure that its illuminance remains constant over
time.

3.1.5 transmission coeffıcient—same astransmissivity.
3.1.6 transmissivity—the transmissivity of a transparent

medium is the ratio of the luminance of an object measured
through the medium to the luminance of the object measured
directly.

4. Summary of Test Method

4.1 A regulated light source with a relatively large, diffusely
radiating surface area is placed on one side of a transparent part
to be measured. A black, light-absorbing reference surface is
placed next to the light source. A photometer is used to
measure the luminance of the light source and black reference
directly and through the transparency. The light source reading
measured through the transparency minus the black reference
reading through the transparency is divided by the light source
measured directly minus the black reference measured directly

1 This test method is under the jurisdiction of ASTM Committee F-7 on
Aerospace and Aircraft and is the direct responsibility of Subcommittee F07.08 on
Transparent Enclosures and Materials.
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