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Standard Practice for
Determination of the Effect of Hard Creasing Paper on
Images Produced by Business Imaging Systems 1

This standard is issued under the fixed designation F 1351; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This practice describes a procedure for hard creasing
paper in a uniform and reproducible manner.

1.2 The crease is positioned across the image and the
amount of image degradion is determined.

1.3 The effect of creasing on the paper surface can also be
determined.

1.4 The values stated in inch-pound units are to be regarded
as the standard. The SI units given in parentheses are for
information only.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
D 528 Test Method for Machine Direction of Paper and

Paperboard2

D 685 Practice for Conditioning Paper and Paper Products
for Testing2

D 5039 Test Methods for Identification of Wire Side of
Paper2

3. Terminology

3.1 Definitions:
3.1.1 hard-crease—paper folded 180° (back to back, face to

face, long grain, short grain) with a uniform force applied to
the fold.

4. Summary of Practice

4.1 This practice describes a mechanical device that makes
it possible to uniformly hard-crease samples of paper so that
comparative tests may be performed on the samples. Compari-
son may be made with a control sample.

4.2 This practice also provides a means of locating the
crease over a line of copy.

4.3 The image may be produced by any of the several
business imaging systems including copiers, printers, typewrit-
ers, etc.

5. Significance and Use

5.1 As a comparative test, this practice can be used to
determine the damage caused by creasing paper, that is,
damage to paper, coatings or images affixed to the paper and
the loss of image quality and legibility that can result from
creasing.

6. Interference

6.1 The accuracy with which the crease is located on the
paper, that is, over an image area, is dependent on operator skill
and the consistency with which the samples are prepared.

6.2 Sample to sample variations in caliper, moisture content,
grain direction, etc., influence the damage caused by creasing.

6.3 Similarly, using imaged paper samples, the imaging
material, the method of application, aging, as well as the
substrate, may influence crease damage and the subsequent
loss of image legibility.

6.4 This practice is useful for papers of basis weights
normally used for office correspondence. Heavy weight or stiff
papers may need special handling at the discretion of the
person conducting the test.

7. Apparatus

7.1 Fixture, hard-crease, see Fig. 1.
7.2 Paper Cutting Board.

8. Procedure

8.1 Because the moisture content of paper effects the
creasability of paper, conduct the test in a room conditioned
according to Practice D 685. If such a room is not available,
conduct the tests in a room with a stable temperature and
humidity.

8.2 Test specimens are any imaged paper produced by a
business imaging system such as copiers, printers, typewriters,
etc. Position the image so that it will be creased in the manner
that will simulate end use.

8.3 Cut four sheets from each sample of paper to be tested,

1 This practice is under the jurisdiction of ASTM Committee F05 on Business
Imaging Products and is the direct responsibility of Subcommittee F05.04 on
Electrostatic Imaging Products.
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