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1. Scope D 1600 Terminology for Abbreviated Terms Relating to

1.1 This specification covers requirements for non-pressure Plastics . . .
polyolefin pipe and fittings for corrosive waste drainage D 2122 Test Method for Determining Dimensions of Ther-
systems. moplastic Pipe and Fittinds

1.2 This specification is a companion to the Canadian D 2321 Practice for Underground Installation of Flexible
Standard, CAN/CSA-B181.3. Thermoplastic Pipe for Sewers and Other Gravity-Flow

1.3 Pipe is produced in Schedule 40 and 80 IPS sizes in two _Applications o _
polyolefins, polyethylene (PE) and polypropylene (PP). D 2412 Tes_t Method for I_Dete_rm|nat|on of External Load_lng

1.4 The interchangeability of pipe and fittings made by Characteristics of Plastic Pipe by F_’araIIeI—PIate Loatling
different manufacturers is not addressed in this specification. D 2444 Test Method for Impact Resistance of Thermoplas-
Transition fittings for joining pipe and fittings of different tic Pipe and Fittings by Means of a Tup (Falling Weight)
manufacturers is provided for in this specification. D 2657 Practice for Heat Fusion Joining of Polyolefin Pipe

1.5 Pipe and fittings are joined by the heat fusion method _and Fitting§ _
(D 2657 and F 1290) or by using mechanical joints recom- D 3311 Specification for Drain, Waste, and Vent (DWV)
mended by the manufacturer. Plastic Fittings Patterfis S

1.6 The values stated in inch-pound units are to be regarded D 3350 Specification for Polyethylene Plastics Pipe and

as the standard. The values in parentheses are given for Fittings Material$ o

information only. D 4101 Specification for Propylene Plastic Injection and
1.7 The following safety hazards caveat pertains only to the _EXtrusion Materials o

test method, Section 8, of this specificatidhis standard does ~ F 412 Terminology Relating to Plastic Piping Systéms

not purport to address all of the safety concerns, if any, F 1290 Practice for Electrofusion Joining Polyolefin Pipe

associated with its use. It is the responsibility of the user of this _and Fittings _

standard to establish appropriate safety and health practices F 1498 Specification for Taper Pipe Threads 60° for Ther-

and determine the applicability of regulatory limitations prior moplastic Pipe and Fittinds

to use. 2.2 Federal Standard:
Fed. Std. No. 123 Marking for Shipment (Civil Agencigs)
2. Referenced Documents 2.3 Military Standard:
2.1 ASTM Standards: MIL-STD-129 Marking for Shipment and Storafye
D 543 Test Method for Resistance of Plastics to Chemical 2.4 Canadian Standard: _
Reagent CAN/CSA-B 181.3 Polyolefin Laboratory Drainage Sys-
D 570 Test Method for Water Absorption of Plasfics tems
D 618 Practice for Conditioning Plastics and Electrical 2.5 Other Document:
Insulating Materials for Testirfg Uniform Plumbing Code

D 1248 Specification for Polyethylene Plastics Molding and

Extrusion Material® 3. Terminology

3.1 Definitions:
3.1.1 Definitions used in this specification are in accordance
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