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Change
This standard is issued under the fixed designation F 1514; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope

1.1 This test method covers a procedure for determining the resistance of resilient floor covering to color change from exposur
to elevated temperature over a specified period of time.

1.2 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

1.3 The values stated in inch-pound units are to be regarded as the standard. The values given in parentheses are for informat
only.

2. Referenced Documents

2.1 ASTM Standards:
D 794 Practice for Determining Permanent Effect of Heat on Pl&stics

1 This test method is under the jurisdiction of ASTM Committee of F-6 F06 on Resilient Floor Coverings and is the direct responsibility of Subcofti8ieenF

Physieal-Serviee-Properties. Test Methods-Performance.
Current edition approved March 38:-3998. 2003. PublishedJunre-1998-Orignially-published-as 1514 — 95. May 2003. Originally approved in 189muUsastijtion

approved in 1998 as F 1514 - 958.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.



