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Standard Test Method for
Determining Strength and Setting Time of Synthetic Water-
Activated Polyurethane Fiberglass Orthopaedic Casting
Tape1

This standard is issued under the fixed designation F1536; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

ε1 NOTE—Editorial corrections were made in June 2016.

1. Scope

1.1 This test method covers the functional diametral com-
pression strength of cylindrical test specimens formed from
synthetic fiberglass polyurethane casting materials. The test
specimens employed in this test method are similar in geom-
etry and construction to casts used in orthopaedic applications.
This test method is not intended to determine the strength of
the base materials used for fabrication of the test specimen.

1.2 The values stated in inch-pound units are to be regarded
as standard. The values given in parentheses are mathematical
conversions to SI units that are provided for information only
and are not considered standard.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use. Specific warning
statements are given in 6.7.

2. Referenced Documents

2.1 ASTM Standards:2

E4 Practices for Force Verification of Testing Machines
E691 Practice for Conducting an Interlaboratory Study to

Determine the Precision of a Test Method

3. Terminology

3.1 Definitions of Terms Specific to This Standard:
3.1.1 diametral compression strength—the load per unit

width in lbs/in. (Newtons/mm), calculated by dividing either

the peak failure load or the maximum deflection load by the
nominal sample length (that is, manufacturer’s stated tape
width).

3.1.2 maximum deflection load—the test cylinder is com-
pressed 0.4 in. (10 mm) from the initial load position without
noticeable failure or a measurable decrease in load. The load at
0.4 in. (10 mm) deflection shall be called the maximum
deflection load.

3.1.3 peak failure load—failure of the test cylinder with a
concomitant decrease in load prior to 0.4 in. (10 mm) diametral
compression. The highest load attained prior to the decrease
shall be called the peak failure load.

4. Summary of Test Method

4.1 A test cylinder is prepared by immersing the casting tape
in 75 6 2°F (23.9 6 1.1°C) water, squeezing per the
manufacturer’s instructions under the surface of the water, and
then wrapping around either a 2.0 in. (50.8 mm) or 2.5 in. (63.5
mm) outside diameter cylindrical mandrel. The tape is wrapped
layer upon layer producing a five layer cylinder. The test
cylinder is removed from the mandrel after an initial setting
period. After a specified time, the test specimen is positioned
on its side between two flat platens in the testing machine and
compressed to determine its strength. Ambient temperature and
humidity are specified because of their pronounced effect on
material properties during the curing period.

5. Significance and Use

5.1 Diametral compression strength is an important measure
of the mechanical properties of casting materials. This test
method simulates the loading pattern seen in lower extremity
casting applications during ambulation. This test method can-
not be used to determine cast life or measure bending or other
modes of cast failure.

5.2 This test method measures but does not prescribe values.

6. Apparatus

6.1 Testing Machines—Machines used for compression test-
ing shall conform to the requirements of Practices E4. For
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