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This standard is issued under the fixed designation F 1687; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This guide covers the standardized terminology and
types of observational data and indices appropriate to describe
the quantity, nature, and distribution of oil and physical oiling
conditions on shorelines that have been contaminated by an oil
spill.

1.2 This guide does not address the mechanisms and field
procedures by which the necessary data are gathered; nor does
it address terminology used to describe the cultural resource or
ecological character of oiled shorelines, spill monitoring, or
cleanup techniques.

1.3 This guide applies to marine shorelines (including
estuaries) and may also be used in freshwater environments
(rivers and lakes).

1.4 The values stated in SI units are to be regarded as the
standard. The values given in parentheses are for information
only.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
F 1686 Guide for Surveys to Document and Assess Oiling

Conditions on Shorelines2

3. Terminology

3.1 Definitions:
3.1.1 asphalt pavement—a naturally formed cohesive mix-

ture of weathered oil and sediments. Sediments in the mixture
are usually in the sand/granule/pebble size range. In appear-
ance, natural asphalt pavement may resemble the mixture
artificially created to surface roads.

3.1.2 lower-swash zone—the area between the lowest an-
nual water level and the mean annual water level, the lower
half (approximate) of the zone of wave activity.

3.1.3 supra-swash zone—the area above the highest annual
water level that experiences wave activity only occasionally, as
during a storm event.

3.1.4 supra-tidal zone—the area above the mean high tide
that experiences wave activity occasionally.

3.1.5 upper-swash zone—the area between the highest an-
nual water level and the mean annual water level, the upper
half (approximate) of the zone of wave activity.

3.1.6 weathered oil—the oil that has had an alteration of
physical or chemical properties, or both, through natural
processes such as evaporation, dissolution, oxidation, emulsi-
fication, and biodegradation.

4. Significance and Use

4.1 In order to ensure data consistency, it is important to use
standardized terminology and definitions in describing oiling
conditions. This guide provides a template for that purpose.

4.2 Data on oiling conditions at a shoreline are needed to
provide an accurate perspective of the nature and scale of the
oiling problem and to facilitate spill-response planning and
decision making. Data on oiling conditions would be used in
assessing the need for cleanup actions, selecting the most
appropriate response technique(s), determining priorities for
cleanup, and evaluating the endpoint of cleanup activities.

4.3 Mechanisms by which data are collected may vary (see
Guide F 1686).3,4 They may include aerial videotape surveys
or ground-level assessment surveys. The composition and
responsibility of the survey team will depend on the response

1 This guide is under the jurisdiction of ASTM Committee F20 on Hazardous
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F20.17 on Shoreline Countermasters.
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