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Performance of Underfired Broilers
This standard is issued under the fixed designation F 1695; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope 2.3 AOAC Documents:

1.1 This test method covers the evaluation of the energy AOAC Official Action 950.46 Air Drying to Determine

consumption and cooking performance of underfired broilers.  Moisture Content of Meat and Meat Products%
The food service operator can use this evaluation to select an AOAC Official Action 960.39  Fat (Crude) or Ether Extract

underfired broiler and understand its energy performance. in Meat
1.2 This test method is applicable to gas and electric 24 ASHRAE chumerﬁ: S _

underfired broilers. ASHRAE Guideline 2-1986 (RA90) Engineering Analysis
1.3 The underfired broiler can be evaluated with respect to _ Of Experimental Data

the following (where applicable): 2.5 Other Document: . _
1.3.1 Energy input rate (see 10.2), Development and Application of a Uniform Testing Proce-
1.3.2 Temperature distribution across the broiling area (see _ dure for Griddles, 19879

10.3), Development and Validation of a Standard Test Method for
1.3.3 Preheat energy and time (see 10.4), Underfired Broilers, 1997

1.3.4 Pilot energy rate, if applicable (see 10.5), )
1.3.5 Cooking energy rate (see 10.6), and 3. Terminology

1.3.6 Cooking energy efficiency and production capacity 3-1 Definitions:
(see 10.7). 3.1.1 cooking energyn—energy consumed by the under-

1.4 The values stated in inch-pound units are to be regarddif€d broiler as it is used to cook hamburger patties under

as standard. The SI units given in parentheses are for inform&€avy- and light-load conditions. , ,
tion only. 3.1.2 cooking energy efficiencyr—quantity of energy im-

1.5 This standard does not purport to address all of theParted to the hamburgers, expressed as a percentage of energy
safety concerns, if any, associated with its use. It is th&onsumed by the underfired broiler during the cooking event.
responsibility of the user of this standard to establish appro- 313 cooking energy raien—average rate of energy con-

priate safety and health practices and determine the applicaSumption (Btu/h (kJ/h) or kW) during the cooking energy
bility of regulatory limitations prior to use. efficiency tests, with the underfired broiler set such that the

broiling area does not exceed 600°F (315°C) as measured by
2. Referenced Documents 5-in. diameter steel disks.

2.1 ASTM Standards: 3.1.4 cook time n—time required to cook fresh hamburgers

A 36/A 36M Specification for Carbon Structural Steel as specified in 7.4 to a 35 2 % weight loss during a cooking

D 3588 Practice for Calculating Heat Value, Compressibil-€nergy efficiency test.

ity Factor, and Relative Density of Gaseous Feiels 3.1.5 energy input raten—peak rate at which an underfired
2.2 ANSI Standard: broiler consumes energy (Btu/h (kJ/h) or kW).
ANSI 783.11 for Gas Food Service Equipment—Ranges 3.1.6 pilot energy raten—average rate of energy consump-
and Unit Broileré tion (Btu/h (kJ/h)) by an underfired broiler’s continuous pilot

(if applicable).
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