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Standard Specification for
Pressure-Reducing Valves for Air or Nitrogen Systems1

This standard is issued under the fixed designation F1795; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers the design, construction,
testing, and operating requirements for self-contained pressure-
reducing valves for air or nitrogen systems.

1.2 The values stated in this specification in inch-pounds
units are to be regarded as the standard. The SI equivalent
shown in parentheses are provided for information only.

2. Referenced Documents

2.1 ASTM Standards:2

F992 Specification for Valve Label Plates
F1685 Specification for Pressure-Reducing Manifolds for

Air or Nitrogen Systems
2.2 American National Standards Institute (ANSI):
B1.1 United Screw Threads (UN and UNR Thread Form)3

B1.20.1 Pipe Threads, General Purpose (Inch)3

B16.11 Forged Steel Fittings, Socket-Welding and
Threaded3

B16.25 Buttwelding Ends3

B16.34 Valves—Flanged, Threaded, and Welded End3

2.3 Military Standards and Specifications:
MIL-STD-167-1 Mechanical Vibrations of Shipboard

Equipment (Type I—Environmental and Type II—
Internally Excited)4

MIL-STD-740-1 Airborne Sound Measurements and Accep-
tance Criteria of Shipboard Equipment4

MIL-S-901 Shock Tests, H.I. (High-Impact); Shipboard
Machinery, Equipment and Systems, Requirements for4

MIL-F-1183 Fittings, Pipe, Cast Bronze, Silver-Brazing,
General Specifications for4

2.4 Government Drawings:
Naval Sea Systems Command (NAVSEA):
NAVSEA 803-1385884 Unions, Fittings and Adapters Butt

and Socket Welding 6000 PSI, WOG, NPS
NAVSEA 803-1385943 Unions, Silver Brazing 3000 PSI,

WOG, NPS, for UT Inspection
NAVSEA 803-1385946 Unions, Bronze Silver Brazing,

WOG for UT Inspection

3. Terminology

3.1 Definitions:
3.1.1 accuracy of regulation—the amount by which the

downstream pressure may vary when the pressure-reducing
valve is set at any pressure within the required set pressure
range and is subjected to any combination of inlet pressure,
flow demand, and ambient temperature variations within the
specified limits.

3.1.2 bubble-sight—no visible leakage over a 3-min period
using either water submersion or the application of bubble fluid
for detection.

3.1.3 external leakage—leakage from the pressure-reducing
valve which escapes to atmosphere.

3.1.4 fail-open flow capacity—the ability of the pressure-
reducing valve to pass flow under any given set of pressure
conditions when, as a result of mechanical failure, it has
assumed a position of least resistance to flow.

3.1.5 flow capacity—the ability of the pressure-reducing
valve to pass flow under any given set of pressure conditions.

3.1.6 flow rate demand—the amount of flow demanded by
the system at any given time downstream of the pressure-
reducing valve.

3.1.7 flow rate demand range—the range over which the
flow demand can vary.

3.1.8 hydrostatic shell test pressure(s)—The hydrostatic test
pressures that the inlet and outlet of the pressure-reducing
valve is required to withstand without damage. Pressure-
reducing valve operation is not required during application of
shell test pressure, but the pressure-reducing valve must meet
all performance requirements after the shell test pressure has
been removed.

3.1.9 inlet operating pressure range—the range over which
the inlet pressure supplied to the pressure-reducing valve can
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