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1. Scope

1.1 This test method covers a method for determining the
static shear disassembly force of modular anatomic glenoid
components used in anatomic total shoulder arthroplasty pros-
theses.

1.2 Although the methodology described does not replicate
all physiological force conditions, it is a means of in vitro
comparison of modular anatomic glenoid component designs
and the strength of the retention mechanism between the
articular insert and glenoid backing under the stated test
conditions.

1.3 This test method covers modular glenoid components
comprised of a separate articular insert and backing. The insert
and backing can be fabricated from any combination of the
following materials: metal alloys, polymeric materials, com-
posite materials.

1.4 The values stated in SI units are to be regarded as
standard. No other units of measurement are included in this
standard.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:2

E4 Practices for Force Verification of Testing Machines
F1378 Specification for Shoulder Prostheses
F2028 Test Methods for Dynamic Evaluation of Glenoid

Loosening or Disassociation

3. Terminology

3.1 Definitions:
3.1.1 anatomic total shoulder arthroplasty system,

n—shoulder implant system that has a concave glenoid com-
ponent and a convex humeral component design.

3.1.2 glenoid component, n—the prosthetic portion that
replaces the glenoid fossa of the scapula and articulates with
the natural humeral head or a prosthetic replacement.

3.2 Definitions of Terms Specific to This Standard:
3.2.1 articular insert, n—the concave prosthetic portion of a

multi-piece glenoid component that articulates with the hu-
meral head. This articular insert is most often polymeric.

3.2.2 “d”, n—offset distance from the edge of the glenoid
backing locking mechanism to the centerline of the point of
load application on the articular insert as shown in Fig. 1 and
Fig. 2.

3.2.3 glenoid backing, n—the metallic or composite mate-
rial prosthetic portion of a multiple piece glenoid component
that attaches to the scapula.

4. Significance and Use

4.1 This test method can be used to describe the effects of
materials, manufacturing, and design variables on the perfor-
mance of metal or composite-backed anatomic glenoid pros-
theses’ locking mechanisms to resist static shear loading.

4.2 The glenoid component is used in shoulder replace-
ments and should conform to the criteria specified in Specifi-
cation F1378.

4.3 The loading of metal or composite-backed anatomic
glenoid prostheses in vivo will, in general, differ from the
loading defined in this test method. The results obtained here
cannot be used to directly predict in vivo performance.
However, this test method is designed to allow for comparisons
between different metal or composite-backed anatomic glenoid
locking mechanism designs, when tested under similar circum-
stances.

4.4 This test method may not be appropriate for all types of
implant applications. The user is cautioned to consider the
appropriateness of the method in view of the materials being
tested and their potential application.
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