
Designation: F 1945 – 98

Standard Practice for
Determining the Lightfastness of Ink Jet Prints Exposed to
Indoor Fluorescent Lighting 1

This standard is issued under the fixed designation F 1945; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This practice covers an accelerated procedure intended
to determine the lightfastness of ink jet prints in office
environments where overhead fluorescent light is used for
illumination.
1.2 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.Specific precau-
tionary statements are given in Section 8.

2. Referenced Documents

2.1 ASTM Standards:
D 1729 Practice for Visual Evaluation of Color Differences
of Opaque Materials2

D 2244 Test Method for Calculation of Color Differences
from Instrumentally Measured Color Coordinates2

D 3424 Test Methods for Evaluation the Lightfastness and
Weatherability of Printed Matter3

D 4674 Test Method for Accelerated Testing for Color
Stability of Plastics Exposed to Indoor Fluorescent Light-
ing and Window-Filtered Daylight4

2.2 ANSI Standard:
ANSI/NAPM IT9.9-1990 Stability of Color Photographic
Images—Methods for Measuring5

3. Terminology

3.1 Definitions:
3.1.1 ink jet media—recording elements used by ink jet

printers to receive inks. The substrate may be paper, plastic,
canvas, fabric, or other ink receptive material. The substrate
may, or may not be, coated with one or more ink receptive
layers.

4. Summary of Practice

4.1 Printed ink jet media are exposed to radiant energy from
an array of 11 very high output (VHO) cool, white fluorescent
lamps. The extent of UV irradiance (nominal UV actinic
exposure or UVAE) is determined as the product of UV
irradiance at the start of the test and exposure time, in
Watt-hours/m

2

(W-h/m2).

NOTE 1—The relative spectral power distribution for cool white fluo-
rescent lamps may be found in ANSI/NAPM IT9.9-1996, Table 5.

4.2 The duration of the exposure may vary widely depend-
ing on the lightfastness of the ink/media.
4.3 During the course of the exposure, the color changes in

the printed samples are periodically evaluated either visually or
instrumentally. Results are compared to an exposed reference
standard, an unexposed control, or the same specimen prior to
exposure. The color change shall be measured as percent
retained density and color difference, *E.
4.4 The exposure may be continued for a specific duration

of time, or until a predetermined color change has been
achieved.

5. Significance and Use

5.1 Lightfastness of printed ink jet media for specified
periods of time is pertinent to the end use of these materials.
Since the ability of ink jet prints to withstand color changes is
a function of the spectral power distribution of the light source
to which it is exposed, it is important that lightfastness be
assessed under the conditions appropriate to the end use
application. While jet prints may be handled and displayed
under a variety of conditions, this practice is intended to
produce the color changes that may occur in ink jet prints upon
exposure to irradiation from office lighting where overhead
fluorescent light is used for illumination by simulating these
conditions.
5.2 The accelerated procedure covered in this practice is

intended to provide a means for the rapid evaluation of
lightfastness under laboratory conditions. Test results are
useful for specification acceptance between producer and user,
for quality control, and for research and product development.
5.3 Color changes are not a linear function of duration of

exposure. The preferred method of determining lightfastness is
to expose the prints for a number of intervals and to assess the

1 This practice is under the jurisdiction of ASTM Committee F-5 on Business
Imaging Products and is the direct responsibility of Subcommittee F05.07 on Ink Jet
Imaging Products.
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