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Standard Test Method for
Determination of Residual Acetaldehyde in Polyethylene
Terephthalate Bottle Polymer Using an Automated Static
Head-Space Sampling Device and a Capillary GC with a
Flame Ionization Detector 1

This standard is issued under the fixed designation F 2013; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers a gas chromatographic procedure for the determination of the ppm residual acetaldehyde (AA)
present in poly(ethylene terephthalate) (PET) homo-polymers and co-polymers which are used in the manufacture of beverage
bottles. This includes sample types of both amorphous and solid-stated pellet and preform samples.

1.2 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
D 4509 Test Method for Determining the 24-Hour Gas (Air) Space Acetaldehyde Content of Freshly Blown PET Bottles2

1 This test method is under the jurisdiction of ASTM Committee F02 on Flexible Barrier Materials and is the direct responsibility of Subcommittee F02.30 on Test Methods.
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