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1. Scope sites of initiation along planes parallel to the surface, generally

1.1 This test method describes a procedure for constarft grain boundaries, forming corrosion products that force
immersion exfoliation corrosion (EXCO) testing of high- Mmetal away from the body of the material giving rise to a

strength 2XXX and 7XXX series aluminum alloys. layered appearance (Terminology G 15).

Note 1—This test method was originally developed for research andd. Summary of Test Method

development purposes; however, it is referenced, in specific material 4.1 This test method provides an accelerated exfoliation
specifications, as applicable for evaluating production material (refer t%orr.osion test for 2XXX and 7XXX series aluminum alloys
Section 14 on Precision and Bias). . . . ; . :
. _) that involves the continuous immersion of test materials in a
1.2 This test method applies to all wrought products such agg|,tion containing 4M sodium chloride, 0.5V potassium

sheet, plate, extrusions, and forgings produced from converyiiate and 0.1M nitric acid at 25+ 3°C (77+ 5°F). The

tional ingot metallurgy process. _ . susceptibility to exfoliation is determined by visual examina-
1.3 This test method can be used with any form of specimejq, \with performance ratings established by reference to
or part that can be immersed in the test solution. standard photographs.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is thé. Significance and Use

responsibility of the user of this standard to establish appro- 5 1 This test method was originally developed for research
p_ri.ate safety and hga!th _practicgas and determine the applicazq development purposes; however, it is referenced, in
bility of regulatory limitations prior to use. specific material specifications, as applicable for evaluating
production material (refer to Section 14 on Precision and Bias).
5.2 Use of this test method provides a useful prediction of
2.1 ASTM Standards: the exfoliation corrosion behavior of these alloys in various
D 1193 Specification for Reagent Water _ types of outdoor service, especially in marine and industrial
E 3 Practice for Preparation of Metallographic Specimens g ironments, The test solution is very corrosive and repre-
G 15 Terminology Relating to Corrosion and Corrosiongenis the more severe types of environmental service, exclud-

2. Referenced Documents

Testind' _ . _ _ing, of course, unusual chemicals not likely to be encountered
G112 _Gmde for gonductmg Exfoliation Corrosion Tests in,"atural environments.
Aluminum Alloy 5.3 The exfoliation ratings were arbitrarily chosen to illus-

trate a wide range in resistance to exfoliation in this test.
- However, it remains to be determined whether correlations can
3.1 Def|n|t|_on_s: . be established between EXCO test ratings and realistic service
3.1.1 exfoliation—corrosion that proceeds laterally from the conditions for a given alloy. It is an ongoing activity of the
Task Group on Exfoliation Corrosion of Aluminum Alloys

1 This test method is under the jurisdiction of ASTM Committee GO1 on (G01.05.02.08) to maintain outdoor exposure tests for this
Corrosion of Metals and is the direct responsibility of Subcommittee G01.05 on
Laboratory Corrosion Tests. —
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