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Standard Test Method for
Measuring Abrasion Using the Dry Sand/Rubber Wheel
Apparatus *

This standard is issued under the fixed designation G 65; the number immediately following the designation indicates the year of original
adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A superscript
epsilon €) indicates an editorial change since the last revision or reapproval.

' Note—The designation year date was corrected editorially in May 2001.

1. Scope low-abrasion resistance.

1.1 This test method covers laboratory procedures for de- 1.4 This standard does not purport to address the safety
termining the resistance of metallic materials to scratchingoncerns, if any, associated with its use. Itis the responsibility
abrasion by means of the dry sand/rubber wheel test. It is th@f the user of this standard to establish appropriate safety and
intent of this test method to produce data that will reproduciblyn@alth practices and determine the applicability of regulatory
rank materials in their resistance to scratching abrasion undéfnitations prior to use.

a specified set of conditions. 2. Referenced Documents

1.2 Abrasion test results are reported as volume loss in’
cubic millimetres for the particular test procedure specified. 2-1 ASTM Standards:

Materials of higher abrasion resistance will have a lower D 2240 Test Method for Rubber Property—Durometer

volume loss. Hardnes%__ _ _ _ _
E 11 Specification for Wire-Cloth Sieves for Testing Pur-
Note 1—In order to attain uniformity among laboratories, it is the pose$
intent of this test method to require that volume loss due to abrasion be E 122 Practice for Choice of Sample Size to Estimate a
repgrted only in the metric system as cubic millimetres. 1 M f lity f Lot Proces
mm = 6.102% 10-5in3. easure of Quiality for a Lot or Proc s o
. i E 177 Practice for Use of the Terms Precision and Bias in
1.3 This test method covers five recommended procedures agTM Test Methodd
which are appropriate for specific degrees of wear resistance or ; 4 Terminology Relating to Wear and Eroston

thicknesses of the test material. _ 2.2 American Foundrymen’s Society Standards:
1.3.1 Procedure A-This is a relatively severe test which  Apg Foundry Sand Handbook, 7th Editfon

will rank metallic materials on a wide volume loss scale from
low to extreme abrasion resistance. It is particularly useful ir8. Terminology
ranking materials of medium to extreme abrasion resistance. 3 1 pefinition:
1.3.2 Procedure B—-A short-term variation of Procedure A. 3 1 1 gprasive wear—wear due to hard particles or hard
It may be used for highly abrasive resistant materials but igotuperances forced against and moving along a solid surface
particularly useful in the ranking of medium- and low- (Terminology G 40).
abrasive-resistant materials. Procedure B should be used when

the volume—loss values developed by Procedure A exceeds 10gNoTe 2—This definition covers several different wear modes or mecha-
mm? nisms that fall under the abrasive wear category. These modes may

1.3.3 Procedure G—A short-term variation of Procedure A g;a ?rade a surface by scratching, cutting, deformation, or gougiagd

for use on thin coatings.
1.3.4 Procedure B—This is a lighter load variation of 4. Summary of Test Method

Procedure Awhich is particularly useful in ranking materials of 4.1 The dry sand/rubber wheel abrasion test (Fig. 1) in-

a specific generic type or materials which would be very closgontrolled size and composition. The abrasive is introduced
in the volume loss rates as developed by Procedure A.

1.3.5 Procedure E—A short-term variation of Procedure B

that is useful in the ranking of materials with medium- or 2 Annual Book of ASTM Standarddol 09,01,

3 Annual Book of ASTM Standardénl 14.02.
1 This test method is under the jurisdiction of ASTM Committee GO2 on Wear  * Annual Book of ASTM Standardgl 03.02.
and Erosion and is the direct responsibility of Subcommittee G02.30 on Abrasive ° Available from American Foundrymen’s Society, Golf and Wolf Roads, Des

Wear. Plaines, IL 60016.
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