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Standard Test Method for
Calibration of a Spectroradiometer Using a Standard Source
of Irradiance’

This standard is issued under the fixed designation G138; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (¢) indicates an editorial change since the last revision or reapproval.

INTRODUCTION

A standardized means of performing and reporting calibration of the spectroradiometer for spectral
irradiance measurements is desirable.

This test method presents specific technical requirements for a laboratory performing calibration of
a spectroradiometer for spectral irradiance measurements. A detailed procedure for performing the
calibration and reporting the results is outlined.

This test method for calibration is applicable to spectroradiometric systems consisting of at least a
monochromator, input optics, and an optical radiation detector, and applies to spectroradiometric
calibrations performed with a standard of spectral irradiance with known irradiance values traceable
to a national metrological laboratory that has participated in intercomparisons of standards of spectral
irradiance. The standard must also have known uncertainties and measurement geometry associated

with its irradiance values.

1. Scope

1.1 This test method covers the calibration of spectroradi-
ometers for the measurement of spectral irradiance using a
standard of spectral irradiance that is traceable to a national
metrological laboratory that has participated in intercompari-
sons of standards of spectral irradiance.

1.2 This method is not limited by the input optics of the
spectroradiometric system. However, choice of input optics
affects the overall uncertainty of the calibration.

1.3 This method is not limited by the type of monochroma-
tor or optical detector used in the spectroradiometer system.
Parts of the method may not apply to determine which parts
apply to the specific spectroradiometer being used. It is
important that the choice of monochromator and detector be
appropriate for the wavelength range of interest for the
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calibration. Though the method generally applies to photo-
diode array detector based systems, the user should note that
these types of spectroradiometers often suffer from stray light
problems and have limited dynamic range. Diode array spec-
troradiometers are not recommended for use in the ultraviolet
range unless these specific problems are addressed.

1.4 The calibration described in this method employs the
use of a standard of spectral irradiance. The standard of
spectral irradiance must have known spectral irradiance values
at given wavelengths for a specific input current and clearly
defined measurement geometry. Uncertainties must also be
known for the spectral irradiance values. The values assigned
to this standard must be traceable to a national metrological
laboratory that has participated in intercomparisons of stan-
dards of spectral irradiance. These standards may be obtained
from a number of national standards laboratories and commer-
cial laboratories. The spectral irradiance standards consist
mainly of tungsten halogen lamps with coiled filaments en-
closed in a quartz envelope, though other types of lamps are
used. Standards can be obtained with calibration values cov-
ering all or part of the wavelength range from 200 to 4500 nm.
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